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Appearance Introduction 

 

1. Encoder: Drive the inkjet printer to 
print out characters, so that the 
printed information is uniform and 
does not deform  

2. Ink cartridge compartment: Shown 
with installation introduction  

3. Print switch: Execute the print 
command, press once to print once  

4. Removable battery: Remove cover 
to remove the battery 

5. Switch button: Turn the machine on 
and off. Switch off when not in use 

6. Sensor interface: Can be connected 
to a sensor  

7. USB interface: Can import data 
using USB Drive 

8. Charging port: Charge the printer  

 

What’s in the box? 
• 1 x Handheld Printer 
• 1 x Power Cord 
• 1 x Black Cartridge 
• 1 x USB Drive 
• 1 x Positioning Plate 
• 1 x Electronic Acetone 

Print Sabre Support Page 
www.printsabre.co.za/support 

Visit the site for user manuals, video tutorials, and more 
tips and tricks to optimize the Print Sabre handheld printer. 

Please contact us if you require any assistance or for 
thoughts and complaints 

http://www.printsabre.co.za/support
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Installation Introduction 
 

  
1. Open the ink chamber cover and 

push it back in parallel to open it 
2. Open the transparent protective 

cover of the ink cartridge 
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3. Place the ink chamber at an 

angle of 45° and slide it down 
4. Push the cover forward and lock 

it  
• If the nozzle is flush with the body, the installation is correct  
• Replace the cover if it is not in use for more than 20 minutes 
 

 

Editing interface 

1. Text: Visit input interface and enter 
text  

2. Date: Select the system date  
3. Pictures: Insert a USB drive to 

import pictures 
4. Graphic code: Insert QR and 

barcode with USB drive  
5. More: Select txt, table, segment, and 

more  
6. Delete: Delete selected content  
7. Modify: Modify the selected content  
8. Print: Start the print  
9. File: Insert USB drive to import file 

for printing  

10. Print: Directly enter the print            
interface  

11. Load: Retrieve saved information  
12. Save: Save the edited content  
13. Save as: Save as a new file 
14. Rename: Rename file  
15. +: Enlarge font size  
16. -: Reduce font size  
17. Enlarge the editing area to adjust 

information  
18. New: Create a new file  

Importing an image 
1. Save the image as a monochrome Bitmap (BMP) 
2. Lock aspect ratio and set the vertical pixels to 150  
3. Image can then be loaded onto USB drive 
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Print Setting Interface 

 
 
Printing direction: Change direction of the 
print 

1. Reverse: If turned on, the print will 
be reversed 

2. Nozzle turnover: If turned on, the 
print will be upside down 

Sensor settings: Set parameters for 
automatic printing  

1. Photoelectricity: When turned on, 
can be triggered by sensor to 
transmit print signal  

2. Delay: Print time after the sensor 
detects product, allowing 
adjustment of position 

3. Printing times: Set number of prints 
to print in batch, when detecting the 
signal once 

4. Print interval: Set the interval 
between two prints  

5. Sensor phase: Open or close phase 
 

Continuous print: Set continuous printing 
for printer  

1. Continuous ctrl: Set continuous 
printing 

2. Print interval: Interval between jet 
printing information 

3. Consecutive times: Set the number 
of continuous prints 

Control: Set encoder switch and code 
spraying speed 

1. Encoder switch: Turn encoder on or 
off 

2. Encoder div: Subdivide the encoder 
resolution  

3. Speed: Printing speed of printer. 
Generally, not necessary to adjust 
speed for handheld use. Production 
line use requires matching conveyor 
belt speed.  

4. Frequency doubling: Amplify code 
spraying coefficient  

Printer: Set the printer parameters  
1. Jet times: Select printing 

concentration 
More options: Set other parameters 

1. Print sound: Change status of print 
sound   

2. Screen refresh: Information on 
screen can be updated in real time  

3. Gap free printing: Toggle the gap 
free printing  

4. Print times: Set maximum amount 
of prints, and stop thereafter. 
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Printing Interface 

 
1. Return: Return to the previous 

interface  
2. File: File storage location  
3. Ink Level: Set the ink margin  
4. Increase Variable: If the serial 

number or imported data is printed 
incorrectly, it can be increased to 
print again  

5. Decrease Variable: If the serial 
number or imported data is printed 
incorrectly, it can be decreased to 
print again  

6. Setting: Enter the print setting and 
set the print parameters  

7. Print: Green button to start printing, 
and the red button to stop  

Settings interface 

 
1. Time setting: Modify the date and time 
2. Setting: Select the machine interface 

language 

3. Record import: Import or export 
externally edited information to 
USB drive  

4. Nozzle setting: Set the left and 
right nozzle selection, nozzle 
parameters, voltage, etc  

5. Photoelectric encoder 
detection: Detect the encoder 
and sensor  

6. System setting: Set key tone, 
restore factory settings, and reset 
output 

 
  



 

6 www.printsabre.co.za 

Equipment maintenance and precautions 

1. Remove ink cartridge from printer and replace cartridge protection clip if the 
printer is not used for more than 20 minutes. 

2. Cleaning 
➢ In case of wire drawing and defects during printing, please use soft cloth to apply 

electronic acetone and wipe the nozzle.  
➢ Use a paper towel to hold the nozzle and shake it up and down.  
➢ Find the nozzle selection in nozzle settings and switch to the left nozzle or the right 

nozzle.  
3. Keep the product and ink away from children. If the ink accidentally gets into your 

eyes, immediately rinse with lots of water. If you have any discomfort, visit a 
doctor immediately  

4. To install or remove the ink cartridge, shut the machine down first.  
5. The ink cartridge is fast drying, so it is normal to have some missing pixels during 

use.  
6. With fast drying white ink, shake it for 1-3 minutes before use, to prevent the color 

from being too light. (Be careful not to shake too hard)  

Technical Parameters 
Machine Weight ±520g  

Body Material ABS Plastic material  

Screen Size  4.3 Inch Touch screen 

Printing Accuracy  600dpi  

Printing Content Text, QR code, barcode, serial number, logo, date  

External Interface 3.5mm sensor interface, USB interface  

Ink Color Red, yellow, blue, green, black, white, invisible 

Printing Distance  2-5mm 

Printing Height  2-12.7mm/2-25.4mm  

Printing Speed 60m/min 

Power Parameters DC8.4V lithium battery, 1A 

Supported Languages English, Chinese, Russian, Arabic, French, Vietnamese 
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Official Distributor: KeyDistribution PTY LTD 
Tel: +27 011 568 5254 
Web: www.printsabre.co.za 
E-mail: PrintSabre@keydistribution.co.za 

Support Line: +27 69 132 3682 
 

Amptelike Verspreider: KeyDistribution PTY LTD 
Tel: +27 011 568 5254 
Webwerf: www.printsabre.co.za 
Epos: PrintSabre@keydistribution.co.za 

Ondersteuning: +27 69 132 3682 
 

Contact us for 

support and 

enquiries! 

mailto:PrintSabre@keydistribution.co.za
mailto:PrintSabre@keydistribution.co.za

