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Main Interface Introduction 
1. Load - Load a previously saved document.  
2. Save - Save the current document.  
3. Rename - Rename the document title.  
4. Rotate - Rotate 90 degrees counterclockwise.  
5. New - Create a new document.  
6. Rotate - Rotate 90 degrees clockwise.  
7. Increase font size - One-click increase of font size. Long 

press to zoom in.  
8. Decrease font size - One-click decrease of font size. Long 

press to zoom out.  
9. Settings - Enter the printer system settings.  
10. Battery - Displays the current battery level.  
11. Preview area of print content. The position of the printed 

content can be moved with a finger or a stylus.  
The print content can be modified via the Edit button.  

12. > Button - Move right button. 
13. Edit - Click the content in the preview area of the print 

content to select the object to be modified, and then click 
Edit to modify.  

14. Delete - Delete selected objects.  
15. Full scr - Preview the effect of the current editing content.  
16. Paragraph - Information can be divided into multiple 

sections for printing.  
17. < Button - Move left button. 
18. Print - After editing the content, click here to print.  
19. Add - Load pictures, graphics codes, counts.  
20. Text - Insert a fixed string.  
21. Filename 
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Features 
1. Date - Insert variable dates.  
2. Common Symbols - The machine comes with symbols.  
3. Pictures - Import pictures from U disk.  
4. Bar-QR - Edit fixed barcode, QR code/variable barcode, variable QR code.  
5. Exit.  
6. EXCEL - Support external data EXCEL file printing.  
7. TXT file - Support external data TXT file printing.  
8. Table - Edit the table manually.  
9. Number - Insert serial number.  

Introduction to font settings 
1. Fonts. Font selection. More than 40 kinds of fonts / and support U disk to import 

external fonts.  
2. Word height. Set the font height, the range is 16~200.  
3. Word width. Set the font width, the range is 0~999. When the word width is 0, it 

means that the word width is equal to the word height.  
4. Word spacing. Set the space between characters. The range is 0~99.  
5. Style. Optional solid, lattice, delete body. Note: When the selected font is 

already a bitmap font. When the style is not selected dot matrix.  
6. Bold. Choose whether the font should be bold or not.  
7. Rotation angle. 0-360 degrees.  
8. Italics. The font is tilted at a fixed angle. 



www.printsabre.co.za 

Graphical code (barcode/QR code) editing  
1. Graphic code settings. Change barcode/QR code format, size, width.  
2. Graphic code display preview.  
3. Graphical code content preview.  
4. The serial number generates variable graphic code.  
5. Variable date generates variable graphic code.  

 

 Graphic code (barcode/QR code) setting  
1. Barcode. Various barcode types.  
2. QR code. QR code type.  
3. Size. Set barcode/QR code height.  
4. Horizontal stretch. Set barcode/QR code width.  
5. Display area. Barcode/QR code display area.  
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Introduction to Counting Variables 
1. System - Select the display base of the count code. Decimal and 

hexadecimal are supported.  
2. Number of digits - Select the number of digits to count. 1 to 9.  
3. High level supplement - When the high bit of the count is 0, you can 

choose whether to add 0.  
4. Change - Self-incrementing or self-decrementing.  
5. Maximum value - When the count increases to the maximum value, it will 

automatically jump back to the minimum value and start counting again.  
6. Step - Set skip printing.  
7. Minimum value - When the count is reduced to the minimum value, it will 

automatically jump back to the maximum value and start counting again.  
8. Current value - Count the current value.  
9. Number of repetitions - Repeat print times.  
10. Font settings - Set the serial number font style.  
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Form introduction 
1. Table - Draw the number of rows, columns, and line width of the table.  
2. Row height - Set a row height of 10-150.  
3. Column width - Set a column width of 10-999.  
4. Merge -Combine the number of rows/columns.  
5. Preview left and right.  
6. Table display area.  

 

EXCEL/TXT file import settings 
Use .xls extension for Excel, .txt for Text input.  

1. Font settings - External data import sets font style.  
2. Column - EXCEL/TXT file column number selection.  
3. Character Int – Character start per row, and length of row.  
4. Start Line - Select the first line to print from.  
5. Repeat - Select the repetitions per line. 
6. Generate barcode - Check Generate barcode or QR code. Can change settings at the 

top. 
7. External data preview.  
8. Number of rows. The total number of lines in the EXCEL/TXT file 

 

7 

1 

2 

3 

4 

6 

5 8 



www.printsabre.co.za 

Introduction to system settings 
 

1. Time setting - Set the system time.  
2. Touch screen calibration - The touchscreen can be calibrated when the touchscreen is 

insensitive. When the touch screen cannot be used, shut down and press the screen and 
turn it on again, the system will automatically enter the touch screen calibration interface.  

3. Reset to factory settings - Delete all user data and restore factory settings.  
4. Troubleshooting - Detect encoder and photoelectric sensor status, system upgrade, 

check version number.  
5. Flash time 
6. Printer settings - Nozzle type: Left and right nozzle selection, voltage selection 

(7.0V~12.0V) dry ink 9V/water-based ink 11V, pulse width setting standard 1.8us.  
7. Language selection - Support multiple languages. 
8. Record export.  
9. Record import. 

Introduction to printing 
1. Exit.  
2. Print content preview area.  
3. Start printing - Click to enter the waiting for printing interface.  
4. Print Settings - Set the function parameters related to printing.  
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Introduction to print settings  
 

1. Reverse Print - It prints from left to right when on, and from right to left 
when off.  

2. Upside Down - When on, the printed font will be upside-down. 
3. Photoelectric switch - After it is turned on, it starts printing after 

receiving the photoelectric signal and waiting for the photoelectric 
delay time. When turned off, the photoelectric switch does not work.  

4. Photoelectric delay – Range: 0 - 9 999, (in milliseconds).  
5. Continuous print interval – Range: 0 - 50 000. The actual length is up 

to about 6 meters.  
6. Continuous print control - Encoder, timer off. Coding control. The 

encoder can be selected to control ink jetting or timing jetting.  
7. Number of consecutive prints – Range: 1 – 9 999 times. 

0 is infinite printing.  
8. Ink jet density – Range: 1 – 10. Sets the number of times the same dot 

is ejected.  
9. Synchronous frequency multiplication – Enlarges the length of the printed message.  
10. More options - Adjust printing sound, gapless printing mode, screen update on.  
11. Encoder frequency division – When the synchronization method is the encoder, the frequency division of the encoder is used to control the 

overall length of the printing information. If the synchronization method is timing, it is the coding speed. Range 100-8000, unit (times/second).  
12. Synchronization method - The encoder can be selected to control the coding, or the timing can be used for coding.  
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Introduction to text input 
1. Font Settings - You can set the font, size, etc. of the text.  
2. Pinyin input method candidate word area. Simply click to select Chinese 

characters.  
3. OK button - Save the information and return to the main interface.  
4. Exit button - Abandon the current edit and return to the main interface.  
5. Backspace key.  
6. Candidate word page.  
7. Full-width half-width toggle.  
8. Insert special symbols.  
9. Add variable dates.  
10. Add the serial number.  
11. Switch input method.  
12. Text input box – Support up to 200 characters. 

Introduction to handwriting input 
1. Input method area - Click on the desired Chinese character.  
2. Delete content.  
3. Handwritten - Input method switch.  
4. Clear - Clear writing.  
5. Simplified Chinese.  
6. Traditional Chinese.  
7. Characters – Symbol input.  
8. Handwriting area.  
9. Content display box.  
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Features 
Interface: USB 2.0 interface 
Temperature Range: Min: -10 °C   

Max: 40 °C  
Storage: Large storage capacity, unlimited storage.  
Relative humidity range: 10% - 90% [non-condensing] 
Battery life: It can work continuously for 12 hours on a single charge. Can be used while charging.  
Fonts: More than 40 kinds of commonly used fonts, dot matrix characters and solid characters. Fonts can be changed 

according to customer requirements.  
Automatic power saving 
function: 

Under standby conditions, the display screen will automatically dim in 10 seconds.  
 

 The machine adopts ABS plastic case (12.7/25.4). 4.3-inch color touch screen can be edited and printed online, what 
you see is what you get, and the operation is simple.  
 

Language: 20 Languages supported. 
Zoom: Fonts support one-key zoom in/out. 
Handwriting: Support handwriting/pinyin input, support multi-language font input.  
Chinese: Built-in national standard Chinese character library (GBK).  
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Print Sabre Support Page 

www.printsabre.co.za/support 

Visit the site for user manuals, video 
tutorials, and more tips and tricks to 

optimize the Print Sabre hand held 
printer. 

Please contact us if you require any 
assistance or for thoughts and 

complaints 

Printing Function 
Printing distance: 2mm can guarantee the printing effect 
Printing speed: 40 m/min 
Printing height: 2-12.7mm, 2-25.4mm, 2-50mm. 
The number of lines that 
can be sprayed:  

6 lines 

Information segmentation: 6 segments 
Printing Scope: Can print content, Chinese characters, uppercase and lowercase letters, time, date, shift, serial number, symbols, 

graphics, barcodes, two-dimensional codes, etc.  
• Photoelectric delay, meter counting, forward printing, reverse printing, support online printing.  
• Support external data TXT files, EXCEL files.  
• Support external data to generate variable barcode, two-dimensional code, and realize one object and one code.  
• Ten levels of inkjet density adjustment. 

Technical Parameter 
 

 

 

 

 

 

 

Nozzle: TIJ thermal foam nozzle 
Printing accuracy:  300DPI, 600DPI 
Input voltage:  16.8V 
Working current:  16.8V 
Battery voltage:  16.8V 
Battery capacity:  2600mAh 
Machine size:  130mm x 110mm x 240mm (12.7/25.4) 
Machine weight:  0.65kg 
Ink color: Black, Red, Blue, White, Green, Yellow, 

UV (invisible) ink 

http://www.printsabre.co.za/support
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Trouble Shooting and Support 
NB: Should your PrintSabre’s Touch screen stop responding as expected, please follow the calibration steps as follows: 

1. Switch off your PrintSabre. 
2. Touch the center of the PrintSabre screen while switching the printer on. 
3. You will see a small square appearing on the screen, touch the square. 
4. The square will move to a different location on the screen, touch it again 
5. Repeat steps 3 and 4 till the printer is back in operations mode. The touch screen will now function as normal. 

 

Please view help, trouble shoot and support videos on: https://printsabre.co.za/support/ 

• Inserting your printer cartrige 
• How to improve print quality – cleaning nossels on the print cartrige 
• How to align your printing to the object you are printing on: 
• How to make use of paragraphs to print a sequence of different images and or text 
• More on alignment of printing 
• Loading and Printing Barcode on cap of bottels 
• Save and retrieve files and print on plastic big and small 
• Best before date on bottle 
• Drying time 
• Printing on an egg 
• Printing on fabric 
• Screen calibration 

 
Official Distributor: KeyDistribution PTY LTD 
Tel: +27 011 568 5254 
Web: www.printsabre.co.za 
E-mail: PrintSabre@keydistribution.co.za 
                       Support Line: +27 69 132 3682 
 

Amptelike Verspreider: KeyDistribution PTY LTD 
Tel: +27 011 568 5254 
Webwerf: www.printsabre.co.za 
Epos: PrintSabre@keydistribution.co.za 
                         Ondersteuning: +27 69 132 3682 
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